
3.Transparency:
≥

78%

Storage Temperature:-30°
C~+80°

C.

2.Tail Type :FPC By Golden Plated

1.ITO Film:Clear hard coating &anti-Newton Ring;

4.Linearity:≤
1.2%.;

8.All materials in the drawing comply with the ROHS

7.Operation Temperature:-20°
C~+70°

C.

NOTES:

6.Terminal resistance:(1)TOP:400 -1000

(2)Botton:150 -600

5.Surface Hardness:
≥

ITO FILM 0.188mm

0.3±
0.05

Adhesive
Silicon

1.45 MAX

ITO GLASS 1.1mm

P
IN

W
I
R
ING

24 3 10.90±
0.1

0.60±
0.05

0.60±
0.05

0.90±
0.1

N
A
ME

D
A
TE

H
IS
TO
RY

M
A
RK

R
EV

U
ns

pe
ci

fi
ed

 T
ol

er
an

ce

±
0.

20

7.1"

4
1

AA153.4±
0.2

VA155±
0.2

OD164.2±
0.2

AA92.44±0.2

VA94.04±0.2

OD103.4±0.2

7.3

6.5

正
面

加强板

6.00±0.30

5.00±
0.10

补强加金指手厚度0.3

7.86

7.06

48.5

80

由 Autodesk 教育版产品制作
由

 A
ut

od
es

k 
教
育
版
产
品
制
作

由 Autodesk 教育版产品制作
由

 A
utodesk 教

育
版
产
品
制
作


